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Environmental Protection Agency § 63.7283 

Citation Subject Applicable to Subpart BBBBB? 

§ 63.8 ............................... Monitoring Requirements ..................................... Monitoring requirements are specified in this 
subpart and in § 63.982(a)(1) and (2). The 
closed vent system inspection requirements of 
§ 63.983(c), as referenced by § 63.982(a)(1) 
and (2), do not apply. 

§ 63.9 ............................... Notification Requirements .................................... Yes. 
§ 63.10 ............................. Recordkeeping and Reporting Requirements ...... Yes, with the exception of § 63.10(e). The re-

quirements of § 63.10(e) do not apply. In addi-
tion, the recordkeeping and reporting require-
ments specified in this subpart apply. 

§ 63.11 ............................. Flares .................................................................... Yes. 
§ 63.12 ............................. Delegation ............................................................. Yes. 
§ 63.13 ............................. Addresses ............................................................. Yes. 
§ 63.14 ............................. Incorporation by Reference .................................. Yes. 
§ 63.15 ............................. Availability of Information ..................................... Yes. 

Subpart CCCCC—National Emis-
sion Standards for Hazardous 
Air Pollutants for Coke Ovens: 
Pushing, Quenching, and Bat-
tery Stacks 

SOURCE: 68 FR 18025, Apr. 14, 2003, unless 
otherwise noted. 

WHAT THIS SUBPART COVERS 

§ 63.7280 What is the purpose of this 
subpart? 

This subpart establishes national 
emission standards for hazardous air 
pollutants (NESHAP) for pushing, 
soaking, quenching, and battery stacks 
at coke oven batteries. This subpart 
also establishes requirements to dem-
onstrate initial and continuous compli-
ance with all applicable emission limi-
tations, work practice standards, and 
operation and maintenance require-
ments in this subpart. 

§ 63.7281 Am I subject to this subpart? 
You are subject to this subpart if you 

own or operate a coke oven battery at 
a coke plant that is (or is part of) a 
major source of hazardous air pollutant 
(HAP) emissions. A major source of 
HAP is a plant site that emits or has 
the potential to emit any single HAP 
at a rate of 10 tons or more per year or 
any combination of HAP at a rate of 25 
tons or more per year. 

§ 63.7282 What parts of my plant does 
this subpart cover? 

(a) This subpart applies to each new 
or existing affected source at your coke 
plant. The affected source is each coke 
oven battery. 

(b) This subpart covers emissions 
from pushing, soaking, quenching, and 
battery stacks from each affected 
source. 

(c) An affected source at your coke 
plant is existing if you commenced 
construction or reconstruction of the 
affected source before July 3, 2001. 

(d) An affected source at your coke 
plant is new if you commenced con-
struction or reconstruction of the af-
fected source on or after July 3, 2001. 
An affected source is reconstructed if it 
meets the definition of ‘‘reconstruc-
tion’’ in § 63.2. 

§ 63.7283 When do I have to comply 
with this subpart? 

(a) If you have an existing affected 
source, you must comply with each 
emission limitation, work practice 
standard, and operation and mainte-
nance requirement in this subpart that 
applies to you no later than April 14, 
2006. 

(b) If you have a new affected source 
and its initial startup date is on or be-
fore April 14, 2003, you must comply 
with each emission limitation, work 
practice standard, and operation and 
maintenance requirement in this sub-
part that applies to you by April 14, 
2003. 

(c) If you have a new affected source 
and its initial startup date is after 
April 14, 2003, you must comply with 
each emission limitation, work prac-
tice standard, and operation and main-
tenance requirement in this subpart 
that applies to you upon initial start-
up. 

(d) You must meet the notification 
and schedule requirements in § 63.7340. 
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40 CFR Ch. I (7–1–06 Edition) § 63.7290 

Several of these notifications must be 
submitted before the compliance date 
for your affected source. 

[68 FR 18025, Apr. 14, 2003; 68 FR 19885, Apr. 
22, 2003] 

EMISSION LIMITATIONS AND WORK 
PRACTICE STANDARDS 

§ 63.7290 What emission limitations 
must I meet for capture systems 
and control devices applied to 
pushing emissions? 

(a) You must not discharge to the at-
mosphere emissions of particulate mat-
ter from a control device applied to 
pushing emissions from a new or exist-
ing coke oven battery that exceed the 
applicable limit in paragraphs (a)(1) 
through (4) of this section: 

(1) 0.01 grain per dry standard cubic 
foot (gr/dscf) if a cokeside shed is used 
to capture emissions; 

(2) 0.02 pound per ton (lb/ton) of coke 
if a moveable hood vented to a sta-
tionary control device is used to cap-
ture emissions; 

(3) If a mobile scrubber car that does 
not capture emissions during travel is 
used: 

(i) 0.03 lb/ton of coke for a control de-
vice applied to pushing emissions from 
a short battery, or 

(ii) 0.01 lb/ton of coke for a control 
device applied to pushing emissions 
from a tall battery; and 

(4) 0.04 lb/ton of coke if a mobile con-
trol device that captures emissions 
during travel is used. 

(b) You must meet each operating 
limit in paragraphs (b)(1) through (4) of 
this section that applies to you for a 
new or existing coke oven battery. 

(1) For each venturi scrubber applied 
to pushing emissions, you must main-
tain the daily average pressure drop 
and scrubber water flow rate at or 
above the minimum levels established 
during the initial performance test. 

(2) For each hot water scrubber ap-
plied to pushing emissions, you must 
maintain the daily average water pres-
sure and water temperature at or above 
the minimum levels established during 
the initial performance test. 

(3) For each capture system applied 
to pushing emissions, you must main-
tain the daily average volumetric flow 
rate at the inlet of the control device 

at or above the minimum level estab-
lished during the initial performance 
test; or 

(i) For each capture system that uses 
an electric motor to drive the fan, you 
must maintain the daily average fan 
motor amperes at or above the min-
imum level established during the ini-
tial performance test; and 

(ii) For each capture system that 
does not use a fan driven by an electric 
motor, you must maintain the daily 
average static pressure at the inlet to 
the control device at an equal or great-
er vacuum than the level established 
during the initial performance test or 
maintain the daily average fan revolu-
tions per minute (RPM) at or above the 
minimum level established during the 
initial performance test. 

(4) For each multicyclone, you must 
maintain the daily average pressure 
drop at or below the minimum level es-
tablished during the initial perform-
ance test. 

[68 FR 18025, Apr. 14, 2003, as amended at 69 
FR 60818, Oct. 13, 2004] 

§ 63.7291 What work practice stand-
ards must I meet for fugitive push-
ing emissions if I have a by-product 
coke oven battery with vertical 
flues? 

(a) You must meet each requirement 
in paragraphs (a)(1) through (7) of this 
section for each new or existing by- 
product coke oven battery with 
vertical flues. 

(1) Observe and record the opacity of 
fugitive pushing emissions from each 
oven at least once every 90 days. If an 
oven cannot be observed during a 90- 
day period due to circumstances that 
were not reasonably avoidable, you 
must observe the opacity of the first 
push of that oven following the close of 
the 90-day period that is capable of 
being observed in accordance with the 
procedures in § 63.7334(a), and you must 
document why the oven was not ob-
served within a 90-day period. All opac-
ity observations of fugitive pushing 
emissions for batteries with vertical 
flues must be made using the proce-
dures in § 63.7334(a). 

(2) If two or more batteries are served 
by the same pushing equipment and 
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